MECHANICAL JOINT PLUG

GATE VALVE
(NORMALLY CLOSED)

10" (MAXIMUM)

FIRE HYDRANT ASSEMBLY
(SEE DETAIL 26.09)
GATE VALVE

(NORMALLY OPEN)

THREADED STEEL
RODS (MIN 2 REQ'D)
TYPICAL (SEE DETAIL 26.03)

THRUST COLLAR -
SEE DETAIL 26.04
FOR SIZE

NOTES:

1. MECHANICAL JOINT RESTRAINT (RESTRAINED
JOINT THRUST RING) OR TIE RODS SHALL BE
USED. IF MECHANICAL JOINT RESTRAINTS ARE
UTILIZED, SYSTEM MUST BE DESIGNED PER
APPENDIX A, 1.2.2 PARAGRAPH — THRUST
BLOCK ANCHORS AND MECHANICAL RESTRAINT
OF THIS MANUAL AND THE LENGTH OF

RESTRAINED JOINTS SHALL BE AS SPECIFIED ON PLAN VIEW
THE PLANS.

THE CITY OF LYNCHBURG

END of LINE for NOT STCC:LECALE 2[2%#8
l__U TU R E EXP AN S| ON REVISION DATE: SHEET #:

12-12-2014

USE WITH THE CITY OF LYNCHBURG STANDARD SPECIFICATIONS ONLY




